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4.   OPER ATION 

 

�  Warning 

     Please hold the tiller before loosening the tiller adjustment knob.  

     Before lifting or driving the scooter make certain the tiller adjustment knob is fully 

tightened. 

     Never attempt to adjust the tiller while the scooter is motion. 
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5. DRIVING ON THE ROAD 

 

 Starting and Driving 

1. Make sure the seat is installed properly. 

2. Make sure the tiller has been secured properly. 

3. Fold down the armrests so you can rest your arms on them. 

4. Turn the power switch to “ON”.  

5. Check battery indicator to see whether there is enough power for your journey. If you  

have any doubt about the remaining power, please recharge the batteries before  

departure. 

6. Set the speed dial to a position you feel safe and comfortable with. 

7. Check the forward/reverse speed lever works correctly. 

8. Make sure the electromagnetic brake works correctly.  

9. Before driving, ensure it is safe to do  in the environment around you. 

 

� Attention 

1. Do not push both RH & LH sides of the speed control lever simultaneously. This 

might leave you unable to control your scooter. 

2. Do not turn the power switch to OFF while driving as this will lead to an emergency 

stop and possible risk of accident and injury. 

3. Do not set to the highest speeds whilst driving indoors. 

4. Do not adjust the speed dial whilst driving, a sudden change in speed may cause 

danger to you and others, and may cause damage to your scooter. 

5. Do not place magnetic devices near the area of the operation handle as this could 

affect the safe operation of your scooter. The scooter controller is located under the 

foot way. 

6. Do be careful whilst driving in heavy traffic or crowded areas. 

7. Whilst reversing the vehicle, beware of people or objects behind you. 

 

 Stopping 

1. Release the speed control lever completely. The vehicle will naturally brake and stop. 

2. Turn the power off. Then pull out the key. 

 

� Attention 

1. The stopping distance will vary with your forward / reverse speed. Therefore please 

begin braking as early as you can. 

2. When parking your scooter, be sure to park on flat ground and then turn the power to 

“OFF” before you dismount. 
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6.  BATTE RY CHARGING AND CARE 

  

6.1  CHARGING THE BATTERY  

 

 Method 1: On board Charging (see photograph overleaf) 

Follow the procedure below step by step: 

1. Turn the power switch to (OFF) 

2. Plug the charger’s power cord into the mains. 

3. Open the charging socket cap on the rear shroud. Then connect 

the charger’s round plug to the charging socket.  

4. Switch on the charger.  

5. Both the charger’s red and orange LED will be lit when  

       beginning charging. The charging duration is about 6 hours. To  

       ensure optimum performance a 10-hour charge is recommended. 

6. Both the charger’s LED will be lit during the charging process. 

The orange LED will turn green when charging is 

complete. 

7. Turn off the charger, disconnect the power cord and the round 

plug from charger socket on the scooter. 

 

 Method 2 Off-board Charging (see photograph overleaf) 

1.  Turn the power switch to (OFF) 

2.  Remove the battery pack by opening the battery 

     compartment and lifting out the battery pack by the handle. 

3.  Plug the charger’s power cord into the mains. 

4.  Plug the charger’s round plug into the charging socket of      

the battery pack. 

5. Switch on the charger. 

6. Both the charger’s red and orange LED will be lit when  

beginning charging. The charging duration is about 6 hours.  

To ensure optimum performance a 10-hour charge is  

recommended. 

7.  Both the charger’s LED will be lit during the charging process.  

The orange LED will turn green when charging is complete. 

8.  Turn off the charger, disconnect the power cord and the round 

plug from charger socket on the battery pack. 

� Attention 

 While returning the battery pack to the battery pack cavity of shroud, beware of finger 

or hands. 

 

Charger socket 

Power Pack 

Charger  
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6.  BATTE RY CHARGING AND CARE 

 

 Charging Hours 

The charging duration is about 6 hours. To ensure optimum performance a 10-hour 

charge is recommended. But we do not recommend a charging more than 24 

consecutive hours. 

 Batteries (Inside the Pack) 

1. The S35010 / S35015 is powered by two sealed lead-acid deep-cycle batteries. 

2. The batteries supplied with the scooter are 12 V 12ah batteries.         

3. Size : 5.94” x 3.89” x 3.74” (Width x Height x Thickness)   

          (151mm 99mm 95mm) 

 

�  Warning 

 Keep away from flammable objects while charging as it may lead to fire or explosion 

of battery. 

 Do not smoke while charging as the battery may release hydrogen gas. Always charge 

your battery in a well-ventilated space. 

 Never connect or disconnect the plug or cord with wet hands while charging. Do not 

connect or disconnect the plug or cord when they are wet, it may lead to electric 

shock. 

 

� Attention - Please follow the rules below to avoid accidents while charging. 

 Please use the Drive charger only, and recharge the battery to its full capacity every 

time. You may damage the battery and scooter if you use a charger, which is not to 

the correct specification. 

 Please charge in a well-ventilated space where it is not directly exposed to the 

sunlight. Do not charge in surroundings where it is humid or under rainfall and 

morning dews. 

 Do not charge in temperatures less than 14°F (-10°C) or higher than 122°F (50°C) 

as the charger may not work well and the batteries may become damaged. 

 

 

6.2  BATTERY 

 Do not expose the battery to temperatures below 50°F (10°C) or above 122°F (50°C) 

when charging or storing the vehicle. Under the above temperature range can cause the 

battery either to freeze or over heat. This will damage the batteries and shorten their 

life. 

 These batteries are maintenance free and there is no need to refill with water.  

You are required to recharge the batteries on a regular basis. Even if the scooter is 

stood idle, you should charge the batteries at least once a week. 

 



  18 

 

6.  BATTE RY CHARGING AND CARE 

 The batteries carry a six-month manufacturer's warranty. This warranty only covers 

issues relating to manufacturing faults, and not faults relating to failure to recharge the 

batteries as instructed above. 

 �  Suggestion – How to maximize your batteries efficiency and service life 

1. Fully recharge your new battery before its first time use.  

2. Be sure to charge the battery fully every time. The battery life will be seriously 

shortened or decayed if the battery is repeatedly used without being fully 

charged.  

3. Always complete the charging until the orange LED light turns green. NEVER 

stop charging before it is complete. 

4. Keep your batteries fully charged whenever possible.  

5. If you do not use your scooter for a long time, it should be charged at least every 

week to keep the battery in a fully usable condition.  

6. The ambient temperature will affect charging time. Charging time will be longer 

in the winter. 

7. After charging, do not leave the charger socket plugged in to the scooter, as this 

will cause a power drain on the scooter and temporarily reduce its range. 

 

 Cleaning the battery 

If the batteries are contaminated by water, battery acid, dust or other substances, they 

will discharge quickly. The batteries supplied with the scooter are sealed and as such 

are maintenance free with no risk of battery leakage. Please follow the steps below to 

clean the battery. 

1. Turn the scooter power switch to OFF.  

2. Follow the procedure in the next section “Replacing the Batteries”.   

3. Use a clean cloth to wipe off the soiled area. 

4. Take out the battery. 

5. Clean the battery with a clean cloth. If the terminal is covered by white powder, please 

wipe it clean using warm water.  

 

6.3  REPLACING   BATTERIES  

 Batteries replacement 

Follow the procedure below step by step to replace the batteries: 

1. Remove the battery pack from the scooter. 

2. Open the battery pack then disconnect the cables from the four battery terminals. 

3. Remove the batteries from the battery pack. 

4. Place new batteries inside the pack. 

5. Connect the red cable to the positive (+) battery terminal and black cable to the 

negative (-) on the other battery. 

6. Connect up the fused cable between the two batteries and close the battery pack.. 
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6.  BATTE RY CHARGING AND CARE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

�  Warning  

1. The wiring system and charger are well situated in the battery pack while being 

assembled in plant. Do not attempt to re-locate the wiring system by yourself. 

The improper layout of wiring system may result in the wires pinched by battery 

box, which might result in the electronic system failure. 

2. Be sure the battery wires are connected to their right battery terminal. 

 

�  Suggestions     

If necessary, ask for help from your dealer for advice about maintaining and 

replacing the battery. 

�  Suggestions  

1. Make sure the terminals are installed properly and put the cover back on. 

2. Do not use the battery to charge telecom equipment or other items. 

3. Battery efficiency will vary with outside conditions; the driving distances will 

be shorter in the winter. If the vehicle is not used for a long time, please charge 

the battery at least every week. 

4. Replace both batteries together. 
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7.  INSPECTION AND MAINTENANCE 

7.1 INSPECTION 

• Clean the scooter with a damp cloth and dust down approximately once a week to 

preserve the appearance of the scooter. 

• Adjust the tiller height and return to the original position and swivel the seat once a 

week to ensure the parts adjust and remove smoothly and easily when required. 

• Check for signs of wear and tear on the tires and the upholstery on a regular basis. 

• For optimum performance and to increase the lifespan of your scooter, it is 

recommended that you have your scooter serviced once a year. 

 

7.2 REGULAR CHECKING RECORD  

To make sure your scooter is correctly serviced, take it to your dealer for regular 

maintenance checks. This should be at six months intervals after an initial inspection 

after one month. Your dealer may charge a fee for this. The checking record is shown 

overleaf. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

YEAR 1 2 3 4 YEAR 1 2 3 4 

Service Dates     Service Dates     

Controller     Upholstery     

On/off switch     Seat     

Control Lever     Back     

Braking     Armrests     

Recharge point     Electrics     

Batteries     Connections 
condition 

    

Levels     Harness     

Connections     Test run     

Discharge test     Forwards     

Wheels and Tires     Reverse     

Wear     Emergency stop     

Pressure     Left turn     

Bearings     Right turn     

Wheel nuts     Slope test     

Motors     Over obstacles     

Wiring     List Items repaired     

Noise          

Connections          

Brake          

Brushes          

Chassis          

Condition          

Steering          
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7.  INSPECTION AND MAINTENANCE 

 

7.3 BATTERY, FUSE AND TIRE 

 Battery 

Refer to the section entitled “6. BATTERY CHARGING AND CARE ”. 

 

 Fuse  

 If the battery charger is turned on and no LED are lit, check the fuse. 

�  Suggestion  

Ask for help from your dealer to inspect or replace the fuse, since the tiller shroud has 

to be removed first before you can replace the fuse.  

 

 Tires 

The condition of the tires depends on how you drive and use your scooter. 

 Please check the tread depth regular. 

 Replace the tires when the tread depth is less  than 0.5 mm.  

 

� Attention 

1. When tread depth is below 0.5mm it can easily lead to vehicle slippage, 

making braking distances longer. Therefore replace the tires as early as 

possible when they are found to have insufficient tread depth. 

2. The Phoenix scooter comes with solid tires so there is no need to check tire 

pressure. 

 

 

7.4  STORAGE 

Make sure the scooter is stored under the following circumstances: 

- Ensure the seat is set in the “Forward position 

- Ensure the scooter is  switched off 

- Ensure the charger is disconnected when not in use 

 

�  Suggestion   

Please store the scooter in a location where it is out of direct sunlight, rain, or dew. 

When storing for a long time, please charge the battery to full power and then 

disconnect the battery terminal.  For details inquire to your dealer. 
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7.  INSPECTION AND MAINTENANCE 

 

7.5 MOVING ABOUT 

 Switch off the power with power key before moving.  

Always dismount from the scooter before moving.  

 Lift the scooter by the chassis, and not by the shroud.  

Lifting the scooter by the bumper could cause damage  

or injury. 

 For your safety, always ask for help if required. You will  

need two people when moving or lifting the scooter whole. 

 If you are on your own, please disassembly the scooter  

before lifting. Refer to the section below. 

 

7.6  DISASSEMBLING THE SCOOTER  

The S35010 / S35015 can be disassembled into four pieces, the seat (weight 13.2 lb. /  

6 kg), the front section  (weight 29.5 lb. / 13.4 kg), the rear section (23.4 lb. / 10.6 kg) 

and battery pack (weight 21.5 lb. / 9.8 kg), without any tools. Please follow the steps.  

1. Push the Seat Rotate Lever whilst pulling up on the seat to remove.  

2. Loosen the seat post knob and remove the locking pin. Then remove the upper seat 

post 

3. Open the battery compartment lid and lift out the battery pack. 

4. Loosen the tiller adjustment knob and fold down the tiller and retighten knob. 

5. Lock the front wheel and tiller by pulling the wheel lock catch down. 

6. Push back on the seat post to pivot the scooter’s rear section rearward until the rear 

section is standing vertically on the rear bumper. 

7. Unplug the electrical connector linking the front and rear sections. 

8. Lift the front section up until the lower pegs are longer in contact with the curved 

locking brackets on the rear section. 

S35010 / S35015 
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7.  INSPECTION AND MAINTENANCE 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  �  Warning 

      Always unplug the rear section electrical connector before separating the two   

sections. 

 

7.7 ASSEMBLING THE SCOOTER  

 

Knob lock 
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�  Suggestion   

The assembly process is essentially the disassembly process   in reverse. First study the 

text and photographs in the disassembly procedure before re-assembling the scooter. 

7.  INSPECTION AND MAINTENANCE 

1.  Position the front and rear sections of S35010 / S35015.   

2.  Align the lower curved locking brackets of the front section with  

 the corresponding pegs on the front of the rear section. 

3.  Plug in electrical connector to connect the front and rear sections. 

4.  Holding the lower seat post, slowly pivot the rear section forward until 

     the curved locking brackets are fully connected on to the top rear pegs. 

5.  Loosen tiller adjustment knob, raise the tiller to the desired position, and then tighten    

 the tiller adjustment knob.   

6. Reinstall the upper seat post at the desired height. Secure with the locking pin and    

 tighten the seat post knob. 

7.  Reinstall the batteries by lowering it in to place. 

8.  Replace the seat and rotate it until it locks into its correct position. 

 

�  Warning  

After assembling the Phoenix, make absolutely certain the tiller adjustment knob is fully 

tightened. 
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8.  TROUBLESHOOTING 

 

 TROUBLE SHOOTING 

If you have trouble with your scooter, you can inspect the following before taking you 

scooter to the dealer. 

If you cannot solve the problem, contact your dealer for assistance. 

 

Problem Symptom Remedy 

The scooter will not 

switch on 

• Batteries not connected 

• Rear and frond sections 

not connected 

• Circuit breaker has 

tripped 

• Check batteries are 

connected 

• Check connection on 

front – to - rear loom 

• Push circuit breaker 

button to rest 

The scooter switch on 

but will not run 

• Flat batteries 

• Charger plugged in 

• Motor in freewheel 

mode  

• Check battery power 

• Unplug charger 

• Re-engage the freewheel 

lever 

Scooter appears slow • Flat batteries 

 

• Speed setting slow 

 

• Check battery power and 

/or recharge 

• Check the speed dial is 

not set at low 

The seat moves 

whilst in use 

• Seat note locked in 

position  

• Slowly rotate the seat 

until it drops in to place 

and is secure 

The tiller appears 

loose 

• Tiller adjustment knob 

loose 

• Tighten the tiller 

adjustment knob 

Involuntary horn 

sounds 

• There is fault on the 

scooter 

• Ensure the control lever 

is released and switch 

the scooter on and off 

recharge batteries 
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9.  SPECIFICATION 

 

 

S P E C I F I C AT I O N S  

Model  S35010 S35015 

Dimension (L x W x H mm) 

(L x W x H inch) 

37.8” x 18.9” x 34.6” 

960 x 480 x 880 mm 

87.6 lb / 39.8 kg Weight        W/I battery 

W/O battery  66 lb / 30 kg 

Battery  12V 12 Ah x 2 

Charger 24V 2A 

Front Tire 200 x 50 solid 

Rear Tire 200 x 50 solid 

Driving System  Direct  rear wheels (with differential gear) 

Brake System  Electromagnetic brake 

Control Method  By speed control lever 

Top Speed 4 mph / 6.4km/hr  

Climbing angle 6 - 8  

Cruising range (see note) 10 miles / 16 km  

Max. User weight 300 lbs / 136 kg  

Remark: The manufacturer reserves the right to modify the specification if necessary. The 

final specification is subject to the individual scooter you purchase from your dealer. 

Note: 

Maximum driving distance is based on an ambient temperature of 68°F, a 165 lb. driver 

and a brand new fully charged battery by a constant driving speed at 3.5 mph with 70% 

battery power discharged. 
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10.  WARRANTY 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WARRANTY 

There is a comprehensive twelve-month warranty from the date on which your new scooter 

is delivered. The warranty covers the scooter for repairs or replacement during this period. 

For more detail, please see the Warranty Conditions below. 

Warranty Conditions: 

1. Any work or replacement part installation must be carried out by an authorized dealer / service agent. 

2. To apply the warranty should your scooter require attention please contact the designated service agent listed below. 

3. Should any part of the scooter require repair or full or part replacement, as a result of a manufacturing or material defect within 

twelve months of receiving the scooter, the work will be carried out free of charge. 

Note: The guarantee is not transferable 

4. Any repaired or replaced parts will be covered by this warranty for the balance of the warranty period on the scooter. 

5. Parts replaced after the original warranty has expired will by covered by a three months warranty. 

6. Consumable items supplied will not generally be covered during the normal warranty period unless such items require repair or 

replacement clearly as a direct result of a manufacturing or material defect. 

Such items include (among others):  upholstery, tires and batteries. 

7. The above warranty conditions apply to brand new scooters purchased at the full retail price. If you are unsure whether your scooter 

is covered, check with the service agent. 

8. Under normal circumstances, no responsibility will be accepted where the scooter has failed as a direct result of: 

a) The scooter part not having been maintained in accordance with the manufacturer’s recommendations. 

b) Failure to use the manufacturer’s specified parts 

c) The scooter or part having been damaged due to neglect, accident or improper use 

d) The scooter or part having been altered from the manufacturer’s specifications or repairs having been attempted before the 

service agent is notified 

Please note your local service agent’s contact details in the box below. In the event of your scooter requiring attention, contact them and 

give all relevant details so they can act quickly. 

 

The manufacturer reserves the right to alter without notices any weights, measurements or other technical data shown in this manual. All 

figures, measurements and capacities shown in this manual are approximate and do not constitute specifications.  

Drive’s authorized Service Agent 

Name     

Address  

  

  

Tel  

Postcode  
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10.  WARRANTY 

 

10.1 VIN (VEHICLE INDIFICATION NUMBER) 

 

To ensure the correct after sales service and warranty service 

support , please write down the vehicle identification number 

that is stuck on the back right-hand side of the frame. 

 

 

 

 

 

 

 

 

 

 

……………………………………………………………………………………………………………………………… 

 

Warranty Application Form 

Name 
 

 

Sex Male                Female 

Date of Birth 
 

Year       Month       Day 

Address 

 

 

 

Model  S35010      S35015 

Scooter VIN:  
VIN  

Motor Serial No:  Key #  

Date of Purchase 
 

Year       Month       Day 

Purchaser Signature 

 

 

 

 

 

 

 

 

 

Model S35010 / S35015 

VIN  

Motor serial #  Key #  
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Drive Medical Design & Manufacturing 
99 Seaview Boulevard 

Port Washington, NY 

Tel: (516) 998-4600 

Fax: (516) 566-2043 

www.drivemedical.com 


